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1103.    REQUIRED OFF-STREET LOADING SPACES 
 

1. Required Loading Spaces 
 

a) On every site used as a retail store, business, industry, warehouse or other 
similar use, the minimum number of spaces shall be as follows: 

 
Total Gross Floor Area of Buildings(s) Spaces Required 
================================================================ 
Less than 470 square metres 1 

 
470 square metres - 2,300 square metres 2 

 
2,300 square metres - 4,600 square metres 3 

 
Each additional 4,600 square metres or each  1 
fraction thereof in excess of 2,300 square Additional 
metres 
================================================================ 

b) On every site used as an office building, place of public assembly, hospital, 
institution, hotel, club or lodge, auditorium, public utility, school or other 
similar use, the minimum number of spaces shall be as follows: 

 
Total Gross Floor Area of Buildings(s) Spaces Required 
================================================================ 

Less than 2,800 square metres 1 

2,800 square metres - 5,600 square metres 2 
 

Each additional 5,600 square metres or each  1 
fraction thereof in excess of 2,800 square Additional 
metres 
================================================================ 

 
OR 

 
All commercial and industrial buildings shall provide at least one (1) off-street loading 
space located adjacent to the loading bays or doors of the building. 

 
2. Existing Buildings, Structures and Uses 

 
The requirements of Sub-section (1) shall not apply to buildings, structures or uses 
existing on the effective date of this Bylaw, except that: 
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Off-street loading shall be provided in accordance with Sub-section (1) where 
there is a change in principal use or where the total floor area is increased in 
excess of ten (10%) percent over the existing floor area. 

 
3. Mixed Occupancies 

 
In the case of mixed uses, the total requirements for off-street loading facilities 
shall be the sum of the requirements for the various uses computed 
separately. 

 
4. Size and Access 

 
All off-street loading and unloading spaces shall be of adequate size, and with 
adequate access thereto, to accommodate a vehicle nine point zero (9.0) 
metres in length, two point four (2.4) metres in width and three point five 
(3.5) metres in height. 

 
5. Surfacing of Loading Area 

 
Each loading space and accesses shall be surfaced with asphalt, concrete or 
similar pavement so as to provide a durable dust-free surface. 

 
1103.    VOLUNTARY ESTABLISHMENT OF FACILITIES 

 
Where off-street parking and loading facilities are provided when not required, the 
location, design and operation of such facilities shall comply with the regulations and 
standards of this Part. 

 
1104.   MINISTRY OF 

TRANSPORTATION AND 
HIGHWAYS REGULATIONS 

 
Notwithstanding any other provisions of this Part, where a use is within eight hundred 
(800) metres of a Controlled Access Highway, compliance with the Ministry of 
Transportation of Highways Regulations may be required. 
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